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1. INTRODUCTION 
This final report  describes the experimental portion of the work 
performed under Contract NAS8-11304 with the NASA George C. Marshall 
Space Flight Center in Huntsville, Alabama. The work reported herein 
w a s  done during the period August 1, 1968 through December 31, 1969. 
In addition to presenting new information, previously reported results 
a r e  consolidated here. 
This report  describes experiments in which the energy spectra 
of electrons transmitted through slabs of the tin were measured as a 
function of angle with respect to the incident beam, 
tron energies were 4. 0 and 8. 0 MeV; data w e r e  obtained for both normal 
and oblique angles of incidence. 
with calculations generated by the ETRAN 15 Monte Carlo program. 
In addition, a formula has been empirically derived from the data ob- 
tained during this experimental program which gives the energy and 
angular distributions for electrons emerging from a slab of material as 
a function of incident electron energy. 
The incident elec- 
The measured results a r e  compared 
(1) 
In the present work, absolute bremsstrahlung energy spectra 
have been measured as a function of angle f rom targets of tin of sufficient 
thickness for the electrons to lose all o r  a large fraction of their energy 
in the material. This bremsstrahlung yield is of interest  to many areas  
of applied physics, especially to the a rea  of shielding. 
of 4.0 and 8. 0 MeV were directed normal to the target. 
these heasurements  a r e  compared to ETRAN 15 calculations, a s  well a s  
to the calculations of Dickinson and Lent. 
Incident electrons 
The-results of 
(2) 
Bremsstrahlung yield measurements have also been made on 
thin targets of silver and gold; these measurements a r e  compared with 
those predicted from various bremsstrahlung cross  section formulae. 
2. EXPERIMENTAL PROCEDURES 
2 . 1  ELECTRON TRANSMISSION MEASUREMENTS 
The spectra of electrons transmitted through slabs of tin were 
measured with electron beams at  4 and 8 MeV. 
is established by magnetic analysis in the accelerator area. The beam 
was  bent 36 , passed through a set  of slits and bent through another 36 
before passing through the target collimators. 
that the energy spread of the beam was 2 percent. 
cedure is  described elsewhere. 
The incident beam energy 
0 0 
The slits were adjusted so 
The calibration pro- 
(3) 
The experimental setup which was used is shown in Fig. 1. An 
incident beam of electrons w a s  collimated and directed at a target located 
at the center of the scattering chamber. 
1/4-inch hole in a 2-inch-thick graphite block. 
a 3/8-inch-diameter opening was placed behind the collimator to stop 
electrons scattered by the collimator and to reduce the number of brems- 
strahlung photons produced at the collimator that strike the target. 
w i l l  be discussed la ter ,  it w a s  necessary to remove this collimation sys- 
tem during the bremsstrahlung measurements because of a large background. 
The collimator consists of a 
A leqd sprqy shield with 
As 
The electrons that were transmitted through the target were pre-  
collimated a t  a variable angle ( 
collimator at the edge of the chamber. 
the opening in a gamma shield were again collimated by 1/4-inch-thick 
lead plate with a 1/4-inch-diameter opening in front of the electron spec- 
to the incident beam with a graphite 
The electrons that passed through 
trometer - 
Not shown in the figure is the shielding around the detector that 
reduces background from scattered radiation. Since the final lead 
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collimator defines the scattered beam, the precollimator was used only 
to reduce the number of uncounted electrons which scattered near the de- 
tector where they could produce background in the lead shielding. A sweep 
magnet was placed between the precollimator and the gamma shield, and 
was  used to sweep out the scattered electron beam when determining the 
background from photons and from electrons produced by photons at  the 
lead collimator. 
data and could be accurately subtracted. 
beam are shown the monitor magnet and detector. 
in position at 40 and is used a s  a beam intensity monitor. The count rate 
recorded by this detector w a s  proportional to the total number of electrons 
striking the target and could thus be used to normalize the spectra of trans- 
mitted electrons measured a t  the various angles (e). 
This background w a s  of the order of a few percent of the 
On the other side of the incident 
This system is  fixed 
0 
A major problem in measuring electron spectra in these experi- 
ments is that of distinguishing between electrons and background brems- 
strahlung radiation. The latter has about the same intensity as the elec- 
tron radiation. Since all scintillator s suitable for measurement of elec- 
tron spectra a r e  sensitive to gamma radiation, a silicon transmission de- 
tector w a s  used a s  par t  of the electron spectrometer to discriminate 
against gamma radiation. 
cene crystal. 
l ess  than one percent of the photons produced in a typical spectral mea- 
surement wi l l  interact with the silicon detector. Electrons, however, w i l l  
produce a response in the detector with essentially 100 percent efficiency. 
By requiring that the silicon transmission detector and the anthracene give 
pulses in coincidence, electrons can be distinguished from photons with 
high reliability. 
It was  placed immediately in front of an anthra- 
The silicon detector i s  not very sensitive to  photons, in fact 
The silicon thickness of the dE/dX detector is 300 microns thick' 
2 
with a surface a rea  of 50 mm This thickness was chosen as a com- 
promise among competing requirements: (1) the need to have pulse heights 
5 
from electrons that a r e  sufficiently high to  be separated from the noise, 
(2) the need to keep the energy loss small  compared to the total energy so  
that the calibration correction w i l l  be small, and ( 3 )  the need to make the 
detector a s  transparent as possible to gamma radiation. The detector and 
the preamplifier, both of which were operated at room temperature, had a 
peak-to-peak noise between 30 and 40 keV, depending on the temperature. 
Thus electrons which lose more than approximately 40 keV wi l l  produce 
a measured pulse in the silicon detector. 
indicate electrons in the energy range between 0. 7 and 7 MeV wi l l  lose 
between 70 and 80 keV in a silicon wafer 300 microns thick. Chappell, 
et a l e ,  (5’ have measured the response of silicon to electrons. 
data indicate that electrons a re  likely to lose more energy than the stopping 
power indicates, rather than less. 
in the transmission spectra measured in this program. ( 6 )  
all pulses corresponding to energy losses greater than 40 keV, virtually 
all the electrons passing through the detector a r e  counted without counting 
noise. The exact efficiency of the detector was not important in these 
experiments since it appears a s  a factor in the normalization constant 
discussed in Section 3. 1. 
small since the stopping power in silicon changes by only about 10 percent 
over the energy range of interest. 
below the calculated energy loss the effect of the stopping power variation 
with energy was less  than one percent. The probability that a gamma ray 
with an energy between 0. 7 and 7. 0 MeV wi l l  interact with silicon is  less  
than one percent and only a fraction of those that interact wil l  result in a 
pulse of sufficient amplitude to be detected. 
(4 1 Stopping power calculations 
Their 
This fact has also been demonstrated 
BY accepting 
The energy dependence of the efficiency is 
By setting the acceptance level well 
The electrons that passed through the silicon detector deposited 
all their energy in the anthracene crystal  ( less the M 70 keV energy lost 
in the silicon detector) located directly behind the silicon wafer. 
pulses from the photomultiplier viewing the anthracene crystal were 
The 
6 
proportional to the energy of the electrons and therefore gave a pulse 
height representation of the energy spectrum, 
anthracene is very nearly Gaussian with a FWHM of 8 percent. 
that electrons first lose energy in the silicon detector results in an energy 
scale shift such that zero pulse height corresponds to the average energy 
loss in the silicon detector. 
tor gives r i s e  to a broadening of the detector response system about the 
anthracene response. The total response of the system was determined 
by scattering the incident beam from a thin foil. 
are nearly monoenergetic with a one percent energy spread. 
of the total system is Gaussian with a FWHM of about 9 percent. 
The response of the 
The fact 
Further,  straggling in the transmission detec- 
The scattered electrons 
The response 
Energy calibration of the anthracene w a s  accomplished by scatter - 
ing the incident beam'from a thin foil and determining the pulse height 
corresponding to the peaks. The electron-nuclear scattering provided a 
peak at the incident energy and the electron-electron scattering provided 
a peak at a lower energy that depended on the scattering angle. 
of the energy versus detector pulse-height dependence has been determined 
with a magnetic spectrometer for the particular photomultiplier voltage 
used. 
small. 
The shape 
. . - c  
The energy response is linear and the intercept correction i s  very 
In the experimental a r ea  the pulses from the silicon detector were 
fed into a charge sensitive preamplifier, the output of this unit w a s  ampli- 
fied before being sent to the data room to minimize the effect of r f  noise 
pickup from the accelerator. The pulses from the anthracene detector 
were sufficiently large to be transmitted to the data room without pre-  
amplification. 
plished three pr imary functions: 
the silicon transmission detector and the anthracene detector, (2 )  they 
established coincidences between the accelerator injector pulses and 
events in either anthracene detector, and (3)  they pulse-height analyzed 
The standard electronic modules in the data room accom- 
(I) they established coincidence between 
7 
and stored the information from the anthracene detectors. 
coincidence between the silicon and anthracene detectors has already been 
discussed. Coincidence with the accelerator injector was required to r e -  
duce background from non-beam associated source@. Scalars and a rate- 
meter were included in the setup so that the data collection rate could be 
monitored and the beam current adjusted to minimize pile-up. The cur- 
rent was always adjusted such that the fastest counting detector counted 
no more than one event for every 3 0  pulses. Thus the pile-up was kept 
below 1.5 percent of the data. 
sured before coincidence was established with the silicon detectors; this 
was necessary since the bremsstrahlung count rate was about the same 
a s  the electron count rate whereas the pile-up rate depends on the total 
count rate in any one detector. 
The need for 
The count rate of the anthracene was mea- 
2 .2  THICK TARGET BREMSSTRAHLUNG MEASUREMENTS 
2. 2. 1 Measurements and Detectors 
Targets of tin wi th  thicknesses near the range of electrons were 
placed in the electron beam; the resulting bremsstrahlung energy spec- 
t rum was then measured at several angles (viz. Oo, loo, 20°, 30°, 40°, 
50°, 60°, 70°). 
The tin targets were 3. 29 g/cm 
this corresponds to 1. 15 times the range in the continuous slowing-down 
approximation (c. s. d. a. ). At 8. 0 MeV the target was 5. 84 g/cm2 thick, 
which corresponds to 1. 15 times the c. s.d.a. range. 
chamber and beam transport system used in the electron transmission 
measurements and described in Section 2. 1 was used for the bremsstrah- 
lung measurements for the angular range 10  
bremsstrahlung measurements were also made at 0 
the above targets. 
The electron beam energy was either 4. 0 or  8.0 MeV. 
2 thick for the measurements a t  4. 0 MeV; 
The same target 
0 through 70°. Thick target 
0 for 4 and 8 MeV for 
The zero degree measurements required extensive 
8 
modifications to the beam transmission system, described in the next 
section, to reduce the high background associated with the old system. 
Energy spectra were measured by using a large anticoincidence, 
The advantage of this spectrometer Na( T1)I scintillation spectrometer. 
over other types i s  its high efficiency and simple response to gamma 
radiation, which facilitates unfolding gamma- r a y  spectra from measured 
pulse height distributions, The detector is 
made up of three crystals each encapsulated and light-sealed from the 
other. The three crystals are: (1) a main or center crystal, 4 inches 
in diameter and 9 inches long, (2) a side o r  annular crystal  with an out- 
side diameter of 8 inches, and also 9 inches long, and (3) a front crystal  
Figure 2 shows the detector. 
8 inches in diameter and 3 inches thick, with a 1-inch-diameter hole 
through the center. The center crystal  is viewed by a single 3-inch- 
diameter photomultiplier tube (Dumont 6363), the side crystal  is viewed 
by five 2-inch-diameter tubes (RCA 6242-A), and the front crystal  by 
four 2-inch-diameter tubes (RCA 6242-A). 
tals tubes a r e  connected together. 
adjustments for gain balancing. The output signals from the front and 
side crystals a r e  summed in a common preamplifier; gain adjustments 
a r e  provided on the preamplifier so that the two signals can be balanced. 
The anodes of the side crys-  
All tubes have individual high voltage 
After being collimated the incident radiation passes through the 
hole in the front crystal  and strikes the main crystal, 
used for the bremsstrahlung measurements consists of a 1/2-inch hole 
in an 8-inch-thick lead block. 
is total absorption of the incident radiation, giving a single peak (broadened 
by the unavoidable instrumental resolution) for a monoenergetic gamma 
ray. Photoelectric absorption gives r i s e  to such a peak; however, ab- 
sorption by Compton and pair production processes can allow a portion of 
the energy to escape from the main crystal. 
scattered radiation from the crystal  gives r i s e  to a Compton tail on the 
The collimator 
The desired response of the main crystal  
The escaping Compton- 
9 
FRONT RATE 
YAlW CRYSTAL 
SlDL CRYSlAL 
FROM1 CRYSTAL 
0IJAl)YZ WlMOOW I I/+ I& TWICK) 
YAGGIETIC s w a n  
Fig. 2 .  Anticoincidence Na(  T1)I scintillation spectrometer 
10 
response while the escape of the positron annihilation radiation from 
pair production gives r i se  to single-escape and double-escape peaks at 
points lower in energy than the total energy absorption peak., Since the 
center crystal  is surrounded by the front and side crystals, radiation 
which escapes from the center crystal  has a high probability of producing 
an interaction in either the front o r  side crystals, and thus produces a 
signal indicating that some energy has escaped, An anticoincidence r e -  
quirement is se t  such that events which produce a signal in the center 
crystal  and also a signal in either the front o r  side crystal  are rejected. 
The anticoincidence requirement greatly reduces the number of events 
that a r e  recorded where some of the energy escapes from the center 
crystal. The efficiency is reduced somewhat in this scheme, but the 
shape of the response is  greatly improved. 
To unfola the bremsstrahlung energy spectra from the pulse- 
height data obtained from the detector, the detector's response to various 
gamma r a y  energies must be determined. 
responses were made by placing radioactive gamma sources in essentially 
the target position so that the detector viewed them in parallel beam geo- 
metry. The gamma sources and corresponding lines were: 22Na at 0.511 
and 1. 275 MeV, 137Gs at 0.662 MeV, 54Mn at 0.835 MeV, 88Y at 0.90 
and 1.84 MeV, 6oCo at 1.17 and 1.33 MeV, 24Na at 1.37 and 2. 75 MeV, 
and a Pu-Be source at 4.44 MeV (reaction 'Be(a, n)12C - 4.44 MeV). 
Measurements of detector 
The response to sources with one gamma-ray energy showed a 
flat Compton distribution. 
that have two gamma lines since it permitted extrapolating the Compton 
plateau due to the higher energy peak by drawing a horizontal line to lowest 
channels and subtracting all contributions by the higher energy peak from 
the pulse-height distribution to find the shape of the response to the low; 
energy peak. 
This simplified the analysis for those sources 
Comparison with recent measurements on a Trail-Raboy type 
detector of the same over-all outside diameter (7) showed great simi- 
la r i ty  a s  regards the relative a reas  of the single- and double-escape 
peaks. Since those measurements included a gamma line at 6. 13 MeV 
from N, the corresponding escape peak parameters for this experiment 
could be extrapolated with added confidence to energies greater than 4.44 
MeV. Furthermore, the sources for the detector efficiency calibration 
used in these measurements had previously been carefully cross  cali- 
brated to within f 3 percent. 
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It w a s  necessary to modify the beam monitoring system for the 
bremsstrahlung measurements since the old system magnetically analyzed 
the transmitted electron beam. 
target used for the bremsstrahlung measurements, a new monitoring sys- 
tem had to be devised; it is described in the next section. 
Since most of the beam is  stopped in the 
2. 2. 2 A E  Detector Used a s  Beam Current Monitor 
Experiments involving the measurement of small incident electron 
pulsed currents a r e  hampered by the inability of the usual charge integra- 
tion schemes to give accurate results. 
gration is to charge (or discharge) a capacitor of known size with the 
beam current and measure the voltage and thus obtain the charge from 
The usual method of charge inte- 
V - 12 
C 
Q = - . For  large currents (> 10 A), this method works very well. 
For smaller currents (< 10 A) the accuracy of this method is signifi- - 12 
cantly diminished because of dark currents in the system as  well a s  leak- 
age across  insulators. 
stant, changes in the dark current and leakage can take place, and these 
changes prevent the application of accurate corrections to the incident cur- 
rent. 
a Faraday cup. 
experiment while a current measurement is taking place. 
Unless the environment of the system remains con- 
A further disadvantage is  that the incident beam must be stopped in 
This prevents (in most cases)  the use of the beam for an 
The latter 
12 
disadvantage rules out the use of a Faraday cup in the present work. 
eliminate these difficulties a new beam monitor was developed. 
To 
If a pulsed monoenergetic electron beam is allowed to pass through 
a thin (M 300 p )  A E  detector, electron-hole pa i r s  are formed in the detec- 
tor. 
to the number of electrons passing through the detector. 
coming from the detector is then proportional to the number of incident 
electrons. 
be used to give the number of electrons passing through the detector. 
important advantages of this system a r e  evident: (1) a charge amplifica- 
tion is possible, since each electron may produce several  electron-hole 
pairs,  and (2) the beam passing through the detector is only slightly de- 
graded in energy (M 50 keV) and therefore can be used in an experiment 
as well as being monitored at the same time. 
The number of electron-hole pairs  formed i s  directly proportional 
The charge 
This charge can then be integrated, and after calibration can 
Two 
Figure 3 shows the block diagram of the electronics associated 
with the A E  detector. 
conventional electronics for pulse shaping. The output of the ampli- 
fier w a s  sent to a single channel pulse-height analyzer. 
coincidence between the analyzer output pulse and data pulse (i. e . ,  the 
pulse from gamma-ray detector) pile-up could be eliminated. 
beam intensity increased to a point where pile-up was  probable the analy- 
zer could be se t  such that the monitor pulse would be outside the window, 
thus, the data would not be counted for that beam pulse. Current inte- 
gration was performed by a scaler counting the memory address pulse 
train coming from a multichannel analyzer's ADC. 
from the ADC is proportional to the pulse height, and the pulse height is 
proportional to the number of electrons in the beam pulse. 
keeps a running sum of the pulse heights coming from the monitor detec- 
tor, and this sum is proportional to the number of electrons that have 
passed through the detector. 
from the following discussion. 
A charge sensitive preamplifier was used with 
By requiring 
For  if the 
The number of pulses 
The scaler 
That this is indeed the case may be seen 
13 
E 
cd 
8) 
P 
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Consider N electrons passing through AE detector in the f i r s t  1 
pulse, N in the second pulse and so on. The total number of electrons 
in k pulses is: 
2 
k 
N =  N. 
J 
j = l  
th Let Q = charge collected during the j pulse. In a run the total charge 
j 
collected is just 
k 
Qj 
Q =  
j = l  
th We may break up the j pulse into electron groups. Let N = the num- 
ber of electrons producing charge q 
ducing q charge, etc. Thus 
ki 
N 1’ 2j = number of electrons pro- 
2 
qi N.. 
1J 
- Qj - 
i=l 
and 
rearranging the order of summation 
t k 
i i  N q i  Q =  
-.I 
i=l j = l  
For  a large number of electrons, N, 
k 
N.. = Nf(qi) 
1J 
(5) 
j =1 
Where f(q.)  is the probability of q. being produced in the detector. 
Q is given by 
Now 
1 1 
t t 
i= 1 i= 1 
or  
where q 
tron. 
number for statistical confidence and it is not necessary for N., the num- 
is just the average charge produced in the detector by an elec- 
av 
From the above it should be noted that only N needs to be a large 
th ber of electrons in the j pulse, to be large. 
J 
The sum of all  the pulse heights (scalar number C ) will be pro- k 
portional to Q and thus to N. This gives 
N = KCk (9 1 
where K is proportionality constant which is determined by a calibration 
run. 
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The calibration of the monitor w a s  done in  the following way. The 
beam w a s  permitted to pass through the detector into a Faraday cup and 
the total charge w a s  measured by conventional current integration, 
ing the total charge and thus the total number of electrons the propor- 
tionality constant could be found. 
Know- 
Tests have been made to check the linearity of the beam monitor 
Calibration runs were made for widely as beam intensity w a s  changed. 
different average beam currents, and K w a s  obtained. 
results of these runs. 
Table 1 shows the 
Table 1 
Average Current K 
(Amp) (electrons/ scaler  count) 
2608 - 12 2.92 x 10 
- 12 5.0 x 10 2550 
2598 - 11 2.37 x 10 
-11 5.0 x 10 253 8 
The average value of K f rom these runs is 2574 (electrons/scaler 
The maximum deviation from the average value is 1.4 percent. 
The stability of the monitor has been demonstrated by performing 
The amplifier for 
count). 
calibration runs separated by about one month of time. 
the monitor system w a s  adjusted by means of a precision pulser so that 
the two runs were performed with the same electronic gain. 
tionality constant differed by only 1.5 percent between these two runs. 
The propor- 
One additional advantage is obtained by this monitor. The LINAC 
operator has an indication of beam intensity by viewing the linear signal 
on a scope pulse by pulse, and can tune the machine so that the pulses 
are more uniform in size. Other monitor systems do not have this advan- 
tage but only give an average indication. Sudden changes in beam intensity 
are seen much sooner with this system than with an average indicator, and 
can be corrected faster. 
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2.3 THIN TARGET BREMSSTRAHLUNG MEASUREMENTS 
When the energy of the incident electron beam is much greater than 
the r e s t  mass  energy of the electron, the bremsstrahlung yield from a thin 
target is concentrated in a narrow cone around the incident beam direction. 
, where E is the energy MoC2 The angle of the cone is  given roughly by 8 = -E 
of the electrons. For  8 MeV electrons 8 w 0.06 radians or  3.6 . For 4 
MeV electrons the angle is then around 7. 2 . This means that thin target 
bremsstrahlung measurements a t  these energies must be made by a detec- 
tor looking within a small  angle of the beam direction. At these angles the 
detector is illuminated by bremsstrahlung from the target a s  well a s  any 
thing the beam has struck in traveling down the beam pipe. The bremsstrah- 
lung from anything other than the target, of course, constitutes a background 
which must be kept small. Pas t  experience with this collimation system 
which w a s  used for the electron transmission measurements has shown a 
large bremsstrahlung background for angles less  than 5 
region of interest  for the thin target bremsstrahlung measurements. Simple 
shielding of the collimators did not prove effective since a hole in the shield- 
ing must be provided which is  large enough so that no direct or  scattered 
electrons strike the shielding thereby producing further bremsstrahlung. 
The most satisfactory solution is to remove the collimators and provide a 
f r ee  dr i f t  region for the electrons. Pas t  attempts to run without these col- 
limators have not been satisfactory because of instabilities in the accelera- 
tor energy and the magnetic transport system producing a drift of the elec- 
tron beam from the center of the target. 
a r e  magnified because of the long distances involved. 
0 
0 
0 which is  just the 
The instabilities, though small, 
Minor changes in the beam transport  system, however, produced 
a system which greatly improved performance since the difficulties were 
largely eliminated. 
aluminum collimator with a 3/8-in. hole is placed just before the entrance 
Figure 4 shows the layout of the new system. An 
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LINEAR I 
ACCELERATOR 
ELECTRON 
BEAM 
ROTATABLE BOLE FACE 
FIRST SECTORMAGET 
QUADRUPOLE MAGNET 
COLLIMATOR 
Fig. 4. Electron beam transport system showing position of slit 
and new collimator 
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0 0 to the second 36 magnet. The slit for the first 36 magnet was moved 
midway between the two 36 
is obtained. 
two 36 
changes in magnet current cannot produce changes in position on the target. 
The only way the beam position can change is if  the position o r  direction of 
the beam changes on entering the second 36 
slit determine the direction under which the beam enters the second 36O 
magnet and the collimator determines the position of the beam and en- 
trance. The slit and the first 36 magnet, of course, control the energy 
of the beam viewed by the second magnet. 
a system which is inherently very stable; in addition, the detector was 
very well shielded from all collimators. 
0 
magnets where better control of beam energy 
Since the Figure 4 shows the changes in the magnet system. 
0 
magnets have the same current (they a r e  ser ies  connected) slight 
0 magnet. The collimator and 
0 
This arrangement results in 
Two quadrupole magnets were placed in the system after the 
0 second 36 
target position. 
on a screen placed at  the target positions via a television monitor. 
ment of the quadrupole magnets after the final bend produced a spot approxi- 
mately 3/ 16 inch in diameter. 
over a wide range. 
ment of the center of spot w a s  observed. 
the bending magnet current showed no movement of the spot center. 
magnet; these served to focus the beam to a small spot a t  the 
An accelerator run was made while viewing the beam spot 
Adjust- 
The accelerator conditions were changed 
This caused the beam current to change but no move- 
Small changes (0.3 percent) in 
Thin targets of silver and gold were placed in the electron beam 
and the energy spectra of bremsstrahlung produced at  the targets were 
measured for 0 , 1.5 and 3 . The electron energy was 8 MeV; the target 
was 0. 6 0 1  mg/cm2 thick for the gold and 0.50 mg/cm for the silver. 
For electron energy of 4 MeV bremsstrahlung spectra were obtained at 
Oo, 3O, and 6 
spectra were measured wi th  the anticoincidence NaI  detector described in 
Section 2. 2. 1. 
0 0 0 
2 
0 for the gold and silver targets. The bremsstrahlung energy 
After the electron beam passed through the target the beam 
20 
w a s  bent into a Faraday cup by a magnet placed after the scattering 
chamber. 
total charges of a run. 
the targets and placing an empty target holder in the target chamber. 
background runs gave counting rates  of about half the counting rates  with 
the target foils in place. 
lowered several  orders  of magnitude at 0 with the new collimation sys- 
tem. 
Conventional current integration was used to determine the 
Background counts were determined by removing 
The 
It is estimated that the background has been 
0 
2% 
3. RESULTS 
3.1 ELECTRON TRANSMISSION MEASUREMENTS 
The normal incidence spectral data, have been normalized to one 
The electron incident electron by the following calibration procedures. 
f l u x  w a s  plotted in two ways: 
1. Flux versus the cosine of the corresponding angle 
2. Flux multiplied by the sine of the corresponding 
angle and the product plotted versus angle. 
A smooth curve was dkawn through the points in each plot and the area,  
A, under each distribution determined. These a reas  correspond to two 
separate integrations of the transmitted electrons over the forward hemi- 
sphere, normalized to the beam monitor. The results of the two integra- 
tions always agreed to within one percent. The angular distribution and 
energy spectra were then renormalized to one incident electron by mul- 
tiplying the data by a normalization factor N a  where N is  given by the 
following expression: 
electrons transmitted through target 
A N =  
The number of electrons transmitted through the targets were taken from 
the work of Ebert, et  al., (8’ 9,  and are displayed in Table 2 along with 
pertinent data about the targets. The estimated e r r o r  on these experi- 
mentally determined transmission fractions is 2 percent. 
the table are values generated with ETRAN 15, a Monte Carlo computer 
Also shown in 
(1) program. 
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Table 2 
Incident 
Beam Energy 
Material (MeV) 
Sn 8.0 
Sn 8. 0 
Sn 8.0 
Sn 4.0 
Sn 4. 0 
Target 
Thickne s s csda ETRAN 
g/cm2 Range Ebert 15 
3. 29 0. 65 0. 080 0. 082 
2. 42 0. 5 0.337 0.330 
1. 02 0. 2 0.916 0.900 
1.47 0. 5 0.072 0.112 
0.595 0. 2 0. 723 0. 760 
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The oblique incidence data were normalized with a common monitor 
to spectra measured with normal incidence. This w a s  necessary because 
integration in the manner described above was rendered inaccurate or not 
possible by the nonsymmetric character of the transmitted data. The thin 
silicon transmission detector described in Section 2. 2 was placed in the 
beam. 
the beam is essentially unperturbed by the monitor. 
this monitor is integrated, the integral is proportional to the charge inci- 
dent on the target. Spectra were measured at 30 and 40 at each angle 
of incidence. 
factor by which the oblique incidence data must be adjusted to be correctly 
normalized. 
Since electrons passing through the detector lose very little energy, 
When the signal from 
0 0 
The ratio of these spectra per unit monitor output gives the 
The results at normal incidence a r e  shown in Figs.  5 through 14 
and Tables 3 through 7. 
universal function'") least  squares fitted to the data points. As is indi- 
cated in these figures the f i t  to the data is excellent. 
plished by adjusting only three parameters: 
(2 )  a parameter corresponding to the most probable exit energy, and ( 3 )  
a straggling width parameter. 
the Landau function is given by Blunck and Leisegang. 
mate the Landau function by a ser ies  of Gauss functions: 
The curve drawn through the points i s  the Landau 
The f i t  was accom- 
(1) a normalization factor, 
A very useful analytical approximation to 
They approxi- 
The value of the constants Cv, yv, and XU a re  displayed in Table 3 .  
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0 0 Fig. 5. 
a 0.595 g/crn2 thick tin target bombarded by 4. 0 MeV electrons. 
solid curve i s  the Landau function fitted to the data point. 
Spectra a t  5 , loo, and 20 of straggled electrons emitted from 
The 
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0 0 6. Spectra at 30 4OoY 50°, and 70 of straggled electrons 
emitted from a 0.595 g/cm2 thick tin target bombarded by 4. 0 MeV 
electrons. The solid curve is the Landau function fitted to the data 
points. 
26 
Table 3 
EXPERIMENTAL DATA FOR 4 . 0  MeV ELECTRONS INCIDENT 
0.069 
0.114 
0.160 
0.206 
0.252 
0.298 
0.343 
0.389 
0.435 
0.481 
0.526 
0.572 
0.618 
0.664 
0.710 
0.755 
0.801 
0.847 
0.893 
0.939 
0.984 
ON 0.595 g / c m 2  Sn TARGET 
Transmitted E l e c t r o n s /  Incident E lec t ron -  (MeV- sr ) 
5O 
0.0116 
0. 0141 
0.0195 
0. 0116 
0.0170 
0.0187 
0.0282 
0.0278 
0. 0399 
0.0444 
0.0581 
0.0781 
0.108 
0. 130 
0. 173 
0.222 
0.408 
0.487 
0.265 
0.0378 
0.0046 
loo  
0.0102 
0. 0135 
0. 0135 
0.0162 
0. 0170 
0. 0223 
0. 0244 
0. 0265 
0.0332 
0.0476 
0.0536 
0. 0822 
0.101 
0.121 
0. 157 
0.226 
0.386 
0.500 
0.279 
0.0478 
0. 0039 
20° 
0. 0074 
0.0122 
0.0099 
0. 0138 
0.0122 
0. 0181 
0. 0189 
0. 0260 
0. 0314 
0. 0385 
0.0477 
0. 0686 
0. 0908 
0.112 
0. 134 
0. 223 
0.358 
0.362 
0. 155 
0. 0176 
0.0026 
3 Oo 
0. 0047 
0.0086 
0.0075 
0.0111 
0.0116 
0.0111 
0.0156 
0.0164 
0. 0303 
0.0345 
0.0448 
0.0626 
0.0720 
0.102 
0.127 
0.184 
0.281 
0.271 
0. 113 
0.0097 
0.0008 
b. 
40° 
0.0050 
0.0054 
0.0055 
0.0084 
0.0096 
0.0112 
0.0127 
0.0160 
0.0237 
0.0303 
0. 0351 
0.0458 
0. 0604 
0.0798 
0.107 
0.154 
0.224 
0.165 
0.0531 
0. 0044 
0.0oao 
5 Oo 
0. 0030 
0.0038 
0.0040 
0.0056 
0.0053 
0. 0078 
0. 0080 
0.0122 
0. 0137 
0. 0161 
0.0251 
0.0314 
0.0405 
0.0495 
0.0666 
0.0994 
0. 123 
0. 0930 
0.0260 
0. 0035 
0.0014 
7 Oo 
0. 0009 
0. 0014 
0. 0018 
0.0020 
0.0022 
0.0029 
0. 0036 
0. 0045 
0.0064 
0.0087 
0.0099 
0. 0130 
0. 0179 
0. 0233 
0. 0295 
0. 0381 
0. 0359 
0. 0153 
0. 0028 
0.0002 
0. 00007 
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Fig. 7. Spectra at 10 , 20 and 30 of straggled electrons emitted 
from a 1.47 g /cm2 thick tin target bombarded by 4. 0 MeV electrons. 
The solid curve is the Landau function fitted to the data points. 
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Table 4 
0.072 
0.121 
0.170 
0. 218 
0.267 
0.315 
0.364 
0.412 
0.461 
0.509 
0.558 
8.606 
0.654 
0. 703 
EXPERIMENTAL DATA FOR 4 MeV ELECTRONS ON 
1.47 g/cm2 THICK TARGET OF Sn 
Transmitted ElectrodIncident Electron- (MeV- s r )  
loo 
(x 
1. 19 
1. 29 
1. 26 
1. 62 
1. 80  
2. 38 
2. 85 
3. 78 
4.30 
4.67 
3. 80  
2. 04 
0. 8 1  
- - - -  
20° 
(x 
1. 09 
0. 96 
0. 80  
1.41 
1. 54  
1. 80 
2.47 
3. 15 
3.60 
4.00 
3.86 
2.12 
0. 7 1  
0. 22 
3 Oo 
-3 
(x 10 1 
0. 78 
0. 72 
0.88 
1. 05 
1. 38 
1.99 
2.45 
3.01 
3.43 
3.60 
2. 70 
1. 08 
0. 28 
0. 08 
4 Oo 
-3 
(x 10 1 
0. 64 
0. 6 4  
0. 78 
0. 85 
1. 22 
1. 56 
1. 97  
2. 58 
2. 88 
2. 6 1  
1. 66 
0.54 
0. 07 
- - - -  
5 Oo 
(x 
0.44 
0. 49 
0. 54 
0. 65 
0. 92 
1. 18 
1. 60 
1. 80  
2. 04 
1. 69 
0. 88 
0. 26 
0. 03 
---- 
6 Oo 
(x 
0. 33 
0. 33 
0. 42 
0.49 
0. 68 
0. 9 1  
1. 10 
1. 29 
1.40 
1. 14 
0. 54 
0. 12 
0. 03 
- - - -  
7 Oo 
-3  
(x 10 1 
0. 26 
0. 24 
0. 28 
0. 33 
Q. 49 
0. 56 
0. 74 
0. 7 1  
0. 78 
0.59 
0. 23 
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Fig. 9. of straggled electrons emitted 
from 1. 02 g/cm2 thick tin target bombarded by 8. 0 MeV electrons. 
The solid curve is the Landau function fitted to the data points. 
Spectra at 10 , 20°, and 30  
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0.068 
0.114 
0.159 
0.204 
0.250 
0.295 
0.340 
0.386 
0.432 
0.478 
0.523 
0.568 
0,614 
0.659 
0.704 
0. 350 
0. 773 
0.795 
0. 818 
0.840 
0.864 
0.886 
0.909 
0.932 
Table 5 
EXPERIMENTAL DATA FOR 8.0 MeV ELECTRONS ON 
1-02 g/cmZ; THICK TARGET OF ~n 
Transmitted Electrons/Incident Electron- (MeV- sr) 
loo 
0. 003 
0.006 
0.005 
0. 007 
0. 008 
0.007 
0.010 
0. 012 
0. 013 
0.017 
0.020 
0. 029 
0. 038 
0.053 
0.072 
0. 106 
0. 127 
0. 177 
0.218 
0. 245 
0. 237 
0. 156 
0.086 
0.020 
20° 
0.003 
0.004 
0. 005 
0.005 
0.005 
0.008 
0.007 
0.010 
0.012 
0. 015 
0.019 
0.025 
0. 035 
0.046 
0.065 
0.085 
0.103 
0.144 
0.169 
0. 189 
0.169 
0.099 
0.050 
0.010 
3 0' 
0. 003 
0.003 
0.003 
0.004 
0. 004 
0.006 
0.006 
0. 007 
0.009 
0.012 
0.014 
0.020 
0. 024 
0. 035 
0.049 
0.074 
0.091 
0.112 
0.139 
0.152 
0.129 
0.079 
0.034 
0.008 
40° 
0.001 
0.002 
0.002 
0.003 
0. 004 
0.004 
0. 005 
0.006 
0.008 
0.010 
0.013 
0.018 
0.022 
0.029 
0.039 
0.055 
0.065 
0.085 
0. 095 
0.091 
0.074 
0.036 
0. 014 
0.002 
5 Oo 
0.001 
0.001 
0.002 
0.001 
0.002 
0.002 
0.004 
0. 004 
0.005 
0. 006 
0.007 
0. 012 
0. 014 
0.019 
0. 024 
0.034 
0.040 
0.049 
0.055 
0.054 
0.045 
0.025 
0. 013 
0. 003 
33 
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ENERGY fE/E,) 
0 Fig. 11. Spectra at 10 , 20°, and 30° of straggled electrons emitted 
from 2.42 g/cm2 thick tin target bombarded by 8. 0 MeV electrons. 
The solid curve is the Landau function fitted to the data points. 
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Table 6 
EXPERIMENTAL DATA FOR 8.0 MeV ELECTRONS INCIDENT ON 
E/E \d, 
0.068 
0.114 
0.160 
0.205 
0.251 
0.297 
0.342 
0.388 
0.434 
0.479 
0.525 
0.571 
0.616 
0.662 
0. 708 
0.753 
2.42 g/cm2 THICK Sn TARGET 
Transmitted Electrons/Incident Electron-(MeV- sr)  
loo  
(x 
0.296 
0.526 
0.447 
0. 724 
1. 05 
1. 45 
2. 07 
2.43 
3. 16 
4. 08 
4.97 
6. 18 
6. 28 
4.47 
1. 55 
0. 164 
20° 
(x 
0. 0 
0. 0 
0.105 
0.734 
0.892 
1.47 
1.94 
2. 57 
3.33 
4. 15 
4.88 
5. 17 
5. 27 
3.77 
1. 13 
0. 24 
3 Oo 
(x 
0.43 
0. 48 
0.59 
0. 8 1  
1. 13 
1. 56 
1. 9 1  
2. 64 
3.34 
4. 14 
4.80 
4.95 
4. 20 
1.94 
0.404 
0. 107 
50° 
(x 
0.21 
0. 28 
0. 36 
0. 50  
0. 65 
0. 80 
1. 16 
1. 36 
1. 77 
2. 15 
2.40 
2.41 
1.95 
1. 05 
0.21 
0.028 
7 Oo 
(x 
0.093 
0. 057 
0.150 
0. 193 
0.239 
, 0.389 
0.435 
0.528 
0.670 
0. 752 
0.799 
0. 706 
0.456 
0.143 
0. 025 
0. 0 
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Fig. 13. 
from 3 . 2 9  g/crn2 
Spectra at 10 , 20°, and 30 of straggled electrons emitted 
The solid curve is 
thick tin target bombarded by 8. 0 MeV electrons. 
the Landau function fitted to the data points. 
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Table 7 
EXPERIMENTAL DATA FOS 8.0 MeV ELECTRQNS INCIDENT ON 
0.055 
0. 092 
0.129 
0.165 
0.202 
0.239 
0.276 
0.312 
0.349 
0.386 
0.423 
0.460 
3.29 glcm'  THICK Sn TARGET 
Transmitted Electrons / Incident Electron- (MeV- s r ) 
loo 
(x 
1. 38 
1. 92 
2. 44 
2.94 
3.59 
4. 18 
4. 38 
3. 84 
3.22 
1. 78 
0. 90 
20° 
(x 
1. 08 
1. 21 
1.94 
2.44 
3.27 
3.84 
4. 28 
4.41 
3.81 
2.92 
1.46 
0.57 
3 Oo 
(x 10'~) 
1.21 
1. 75 
2. 54 
3.11 
3. 65 
4. 25 
4.35 
4. 03 
3.01 
1. 68 
0. 63 
0. 13 
5 Oo 
(x 
0. 62 
1. 10 
1.40 
1. 87 
2. 26 
2. 55 
2.57 
2. 24 
1. 73 
0. 88 
0.40 
0. 07 
7 Oo 
(x 
0. 20 
0. 32 
0.43 
0.54 
0. 56 
0.63 
0. 63 
0.53 
0. 34 
0. 16 
0.044 
- - - - -  
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Table 8 
v 1 2 3 4 
CU 0.174 0. 058 0. 019 0.007 
X U  0. 0 3.0 6. 5 11. 0 
Y U  1. 8 2. 0 3 . 0  5.0 
- - 
The least  squares f i t  to the data w a s  accomplished by a computer program 
which adjusted the parameters  Emp, Sw, and N such that x (Emp, Sw, N) 
of the following was a minimum. 
2 
2 
t (11) 
X 2 (Emp, Sw, N) = [yi - N q ( w j  
W i= 1 
where yi is the number of transmitted electrons with energy E..  
energy E .  is in units of E / E  , E 
measured energy. 
The 
is the incident energy, and E is the 
1 
1 0 0  
The results of the calculations for these a re  given in Tables 9 
and 10. The above procedure w a s  equally successful in fitting the data 
obtained earlier in the program") for Al, Be, and Au. 
representation permits a useful and compact presentation of the data. 
is also useful for obtaining empirical straggling formulae. 
This functional 
It 
In Figs. 15 through 19 the angular distribution of electrons t rans-  
mitted through various target thicknesses is plotted for the two electron 
energies used. The e r ro r s  for each point a r e  a combination of: 
1. Statistical counting e r ro r s  ( 2 ~ 0 0 )  
2. Uncertainty in the transmission coefficient (2%) 
3. Uncertainty in integration procedure (270) 
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Table 9 
Angle 
sw (E/ E ~ )  
Emp(E/E 0 ) 
Angle 
Sw(E/E 0 ) 
Emp(E/E 0 ) 
Angle 
Sw(E/Eo) 
E ~ ~ ( E / E  0 ) 
Incident Energy: 8.0 MeV 
Target Thickness: 1.02 g /cm (Sn) 
loo 20° 30° 
0.049 0.049 0.049 
0.84 0. 84 0. 84 
2 
Incident Energy: 8.0 MeV 
Target Thickness: 3. 29 g/cm (Sn) 
loo 20° 30° 
0.096 0.091 0.092 
0. 31 0. 30 0. 27 
2 
Incident Energy: 8.0 MeV 
Target Thickness: 2.42 g /cm (Sn) 
loo 20° 3 Oo 
0.085 0. 095 0.092 
0.59 0. 58 0. 55 
2 
40° 
0.049 
0. 82 
5 0' 
0.093 
0. 27 
5 0' 
0.099 
0.54 
5 Oo 
0.059 
0. 82 
70' 
0. 1 
0. 25 
70' 
0.098 
0. 51 
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Table 10 
Incident Energy: 4. 0 MeV 
Target Thickness: 1.47 g/cm (Sn) 2 
Angle loo 20° 3 Oo 40° 50° 60° 70° 
Sw(E/E 1 0. 10 0.10 0.097 0.093 0. 96 0. 096 ' 0. 13 
0 
Emp(E/Eo) 0.49 0. 50 0.48 0.46 0.45 0.44 0. 39 
Incident Energy: 4.0 MeV 
Target Thickness: 0.595 g/cm (Sn) 
Angle 5O loo 20° 3 Oo 40° 5 Oo 
Sw (E/ Eo) 0. 054 0.052 0. 058 0. 061 0. 057 0.064 
Emp(E/E 1 0. 84 0. 84 0. 83 0. 82 0. 81 0. 80 
2 
0 
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Fig. 15. 
thick tin target (0. 2 range c. s. d. a. ) bombarded by 4. 0 MeV electrons. 
The histogram is  a Monte Carlo calculation generated with ETRAN 15. 
There were 20, 000 histories run. 
Angular distribution of electrons emitted from a 0. 595 g/cm 
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2 Fig. 16. Angular distribution of electrons from a 1 . 4 7  g/cm thick tin 
target (0. 5 range c. s. d. a. ) bombarded by 4 MeV electrons. The histo- 
gram w a s  generated by ETRAN 15, a Monte Carlo computer program. 
The calculations have been renormalized to experimental transmission 
coefficients. 
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The Monte Carlo calculation i s  by ETRAN 15. 
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thick tin target (0. 5 range c. s. d. a. ) bombarded by 8. 0 MeV electrons. 
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4 7  
4. Background due to bremsstrahlung (1oJ0) 
5. Pile-up (1. 57'0). 
The total e r r o r  f rom these independent sources is 4 percent. 
curve has been drawn through the points a s  an  aid to interpolation. In 
Figs. 15, 16, and 17 histograms a r e  plotted which are the results of a 
Monte Carlo calculation. The ETRAN 15 code''' w a s  used to generate 
20, 000 electron histories in tin. Computer runs were made at 4. 0 and 
8.0 MeV. 
selected; angular distribution and energy spectra of transmitted electrons 
were then calculated. 
ficients listed in Table 2. 
tainty in all cases except for the 1.47 g/cm2 thick target a t  4. 0 MeV. 
A smooth 
Boundaries corresponding to three target thicknesses were 
The code also calculated the transmission coef- 
The agreement is within the statistical uncer- 
The 
Monte Carlo calculation gives a value for F which is 1. 55 times that mea- 
sured by Ebert. (8) 
served(6) and appears to correspond to a tendency for the code to over- 
estimate the range of the electrons. 
reduced by a factor of 1/1.55 before they were compared with the experi- 
ment in Fig. 16. 
more easily. 
This sor t  of discrepancy has been previously ob- 
The calculated distributions were 
This w a s  done so  that a shape comparison could be made 
Shape comparison of the measured and calculated angular distribu- 
tions indicates that the calculated angular spreading is greater by a small  
but measurable amount than the experimental results for the target thick- 
nesses corresponding to 0. 2 range (c. s. d. a. ). 
within the statistical uncertainties with the experiments for the 0. 5 range 
c. s. d. a. target a t  4.0 MeV. 
The calculations agree well 
Energy spectra at selected angles a r e  plotted in Figs.  20 through 
22. 
the angular distribution points, with one exception. 
in the energy spectra a r e  larger;  they a r e  3 percent for the peak points and 
up to 20 percent for the end points. 
The data points have the same uncertainty associated with them as  
The statistical e r r o r s  
The e r r o r s  are attributed to the 
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Fig. 20. Energy spectrum of straggled electrons emitted at 10 , 30°, 
and 50 from a 1. 02 g/cm2 thick (0. 5 range c. s. d. a. ) tin target bom- 
barded by 8. 0 MeV electrons. The histogram w a s  generated by ETRAN 
15, a Monte Carlo computer code. 
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Fig. 21. Energy spectrum of straggled electrons emitted at PO , 40°, 
and 70° f rom a 1.47 g/cm2 thick (0. 5 range c. s. d. a. ) tin target bom- 
barded by 4. 0 MeV electrons. The calculations were renormalized to 
experimental transmission coefficients. 
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normalization procedure which ca r ry  over to the energy spectra. In addi- 
tion to these uncertainties there is a broadening of the energy spectra due 
to the response of the spectrometer which was not unfolded from the data. 
The results a r e  compared with histograms generated in the Monte 
Again the calculated results for the Carlo calculations mentioned above. 
1 / 2  range c. s. d. a. target at 4.0 MeV have been renormalized to the mea- 
sured transmission coefficients. 
the experimental results. 
broader in the peak than the calculated spectra can be entirely attributed 
to the detector response. 
seems to be higher on the average than those observed in the experiments. 
This may be rea l  but no f i rm  conclusion can be drawn without better statis- 
tical accuracy in the calculation. 
In all cases the calculations agree with 
The fact that the measured spectra appear 
The low energy tail of the calculated spectra 
In Fig. 23 the angles necessary to define the oblique angle of in- 
Measurements were made at two incident cidence results a r e  depicted. 
energies; 4 and 8 MeV and with two-target orientation at each energy. 
one configuration ( p  = Oo, cp = 30 ) the normal to the plane of the target 
was in the plane defined by the beam axis and the detector (plane A). In 
the other configuration ( p  = 45 , cp = 0 ) the plane defined by the normal 
to the target plane and the beam axis is perpendicular to plane A. 
targets used at each energy corresponded in thickness to 1 / 2  the range of 
the incident electrons (for normal incidence), they were 1.47 and 2.42 
2 g / cm thick. Each point in  the distribution corresponds to the energy 
In 
0 
0 0 
The 
spectra measured at that angle integrated over energy. 
e r r o r s  in each point a r e  the same as described for the normal incidence 
data and result  in a combined e r r o r  of 4 percent. The e r r o r  in normali- 
zation, that is, the uncertainty in the ordinate scale of figures is  10  per-  
cent. 
The relative 
0 
The angular distributions measured in the configuration: f l  = 45 , 
0 
cp = 0 
with the beam normally incident on the same target. 
(Figs. 24 and 25) a r e  very similar in shape to those measured 
The half-maximum 
52 
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Fig. 24. Angular distribution 
thick tin target bombarded by 
dence of 45 . The orientation 0 
2 
of electrons emitted from a 2.42 g /cm 
8. 0 MeV electrons a t  an angle of inci- 
angles a r e  fi  = 45 , cp = 0 . 0 0 
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thick tin target bombarded by 4. 0 MeV electrons at  an angle pf inci- 
dence of 45O. 
Angular distribution of electrons emitted from a 1.47 g/cm 
0 0 
The orientation angles a r e  /3 = 45 , cp = 0 . 
55 
0 point occurs at about 40 
sured in the configuration: 6 = 0 , cp = 30 
most perfect symmetry about the normal to the target plane (30 ). There 
appears to be very little peaking about the incident beam direction (0 ). 
Evidently the electrons emerging from the back surface have had their 
direction altered enough times while passing through the target that they 
emerge at  the closest boundary without regard to their initial direction of 
motion. 
most probable energy loss i s  plotted versus angle. 
to the difference between the incident energy and the peak energy of the 
emission spectrum. The scatter in points reflects the uncertainty with 
which this peak can be defined. 
in each case. The angular distributions mea- 
(Figs. 26 and 27)  show an al- 
0 0 
0 
0 
This symmetry is indicated l e s s  strongly in Fig. 28 where the 
Each point corresponds 
3.2 THICK TARGET BREMSSTRAHLUNG MEASUREMENTS 
The energy spectra were obtained from the pulse-height data by 
an unfolding procedure using the LSMUN code developed by Carl  Young 
This code has two main functions: In the first one the re -  (12) at LASL. 
sponse matrix characteristic of the detector i s  generated, which is sub- 
sequently used in the second par t  in which the energy spectrum is calcu- 
lated. 
The code calculates a response matrix G(1, J) composed of 200 
vectors of 200 channels each. Each vector (J) represents the response of 
the detector to a gamma ray  of energy E 
ponding to that of the input data. 
with the energy mesh corres-  J 
The shapes of the vectors a r e  determined on the basis of built-in 
response equations whose parameters were generated by fitting the re-  
sponse curves to measured pulse-height distributions. 
tors,  J, a r e  finally normalized to the photopeak efficiencies at  energies 
E so that the unfolded answer w i l l  be the absolute spectrum for the ex- 
J 
per imental geometry. 
The response vec- 
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dence of 30°. 
Angular distribution of electrons emitted from a 1.47 g /cm 2 
thick tin target bombarded by 4. 0 MeV electrons at an angle of inci- 
The orientation angles a r e  /3 = 0 0 , $3 = 30°. 
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Since the Compton plateau w a s  found to be flat for  this detector, 
its response equation is that of a horizontal line with exponential cutoffs 
a t  either end. 
peak i s  energy dependent and is  given by the parameter 
Its height relative to the a rea  of the corresponding photo- 
-0. 1875 AMC = 0 . 2 9 1 x ( E )  
The photopeak, as  well a s  the escape peak's, a r e  described as Gaussian- 
shaped with a standard deviation of 
0.586 SIGMA = 0.0397 x (E)  
The height of the single-escape peak is given by a parameter which i s  the 
ratio of the a reas  of single escape peak over photopeak: 
For E > 1.022 MeV AMES = 0.2 x (1 - cos (0. 25 x E))  - 0. 0064 . 
(14) 
The height parameter for the double-escape peak, the ratio of the areas  
of single over double escape peak, is given as 
A2ES = 0.655 x log (0.4 x E) for E > 2.5 MeV . (15) 
The normalization to photopeak efficiencies is performed by cal- 
culating the a rea  under each of the 200 photopeaks and normalizing it to 
i ts  respective full energy peak efficiency. 
each of the 200 vectors since all  parameters a r e  functions of the photo- 
peak area. 
This automatically normalizes 
The absolute full-energy peak efficiency, the product of intrinsic 
efficiency and photofraction, was  put into the code a s  an 11-point table 
with an energy range from 0. 1 to 10 MeV. 
on a log-log scale is used to extrapolate between the points in the table. 
A linear interpolation scheme 
60 
The unfolding i s  essentially the implementation of a paper by 
B. C. Cook(la) on applying a least structure smoothing technique to the 
problem of interpreting oscillating solutions. In more exact notation, 
given a data vector y, an energy vector x, and the response matrix G, 
the relationship between the three quantities is  
- 
y = p x  - 
The exact solution to the problem of finding x for nonsingular G becomes 
_. -- 
X - 
Unfortunately - x w i l l  oscillate violently unless the response matrix is 
known with much greater precision than can be claimed for this experi- 
ment where a limited number of measured gamma-ray spectra had to 
suffice to establish the set of response parameters and functions as  func- 
tions of photon energy. 
Also, lacking knowledge of the "true'' response matrix, a unique true 
solution cannot be found. 
finding a solution, but of making it meaningful by applying some smoothing 
and selecting an acceptable solution among the possible ones. 
Thus smoothing of some sor t  has to be applied. 
Consequently the problem is not only that of 
B. C. Cook points out one method of achieving this complex goal. 
He demands that the input data be left untouched since small distortions 
in 1 may show up as large nonsignificant deviations in - x.
smoothing is  to be applied to - x only in a completely numerical fashion so  
that the amount of smoothing becomes nonarbitrary and the distortion it 
introduces can be estimated unequivocally. 
Instead all 
x 
Whether a solu- 
The smoothing is accomplished by a structure function S(x. ) the 
1 
exact definition of which is arbitrary to a certain extent. 
x tion - x is acceptable as w e l l  as the distortion due to  smoothing i s  esti- 
mated on the basis of a comparison between the input data y and the 
quantity 
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h x y = G * x  e - -   
2 
A statistical quantity x is defined a s  
X 2  = g  
i=l 
where n is the number of channels over which y and x' extend and Ayi 
i s  the e r ror  on y.. 
- 
1 
An acceptable smooth (or least  structure) solution is a solution 
x x which minimizes 
variational prob!em 
- 
and can be written as 
x 2 S(x .) with the constraint that x M n. 
which can be solved as  
This is a 
1 
where 
S is a smoothing matrix the exact form of which depends on - 
the structure function S(x.), 
1 
y is the input data, 
x' is the least  structure solution for a - 
W is a diagonal matrix with elements - 
A ,  
I w =  6 .  i j  2 i j  
(AYi) 
6 2  
For a given initial value of X the unfolding process s tar ts  by finding x h - 
2 X  as  indicated above. 
how close to n it i s  a new X is calculated which in turn determines a new 
2 X  xX and x (x ) e  A maximum of eight iterations allows the code to find that 
solution for which x 
Subsequently x (x ) is calculated and depending on - 
- - 
2 = n approximately. 
0 Figures 29 and 30 show the unfolded energy spectra a t  0 from 4 
and 8 MeV electrons incident on tin. The unfolded measured spectra a r e  
compared to results calculated by Dickinson and Lent. (2’ For the 4-MeV 
case the agreement between the absolute photon yields for the interval 
0.365 to 4 MeV is quite good with 0. 175 f 0. 009 MeV/steradian-electron 
for the present data and 0. 174 MeVIsteradian-electron for the calculated 
result. 
par t  to the fact  that the intrinsic bremsstrahlung distribution generated by 
Schiff and utilized in the code diverges from the true cross  section at low 
energies a s  well a s  in the high energy limit. 
unfolded spectrum as well as those shown on all other unfolded spectra 
represent only the statistical uncertainties explained below. 
there a r e  systematic e r r o r s  which a r e  mostly due to the efficiency calibra- 
tion of the gamma-ray detector, as discussed above (Section 2. 2. 1). 
calculated results at 0 
the target is viewed by the detector. 
The agreement in shape is not as good. This is probably due in 
The e r ro r  bars  shown in the 
In addition, 
The 
0 take into account the finite solid angle under which 
For the 8-MeV case the agreement between measured and calcu- 
lated absolute yields is not as good as the 4-MeV case with 1. 03 f 0. 05 
MeV/ steradian-electron measured versus 1. 26 MeV/ steradian-electron 
calculated for the energy interval 0, 56 to 8 MeV. 
shape i s  similar to that of the 4-MeV case. 
The discrepancy in 
Figures 31 through 37 show the unfolded energy spectra for  4 MeV 
0 0 
electrons for angles 10 , 20°, 30°, 40°, 50°, 60°, and 70 compared 
to the results of the ETRAN 15 Monte Carlo calculations by Berger 
and Seltzer. Again there is  a discrepancy in shape between measured 
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Fig. 3 1. Comparison between measured and calculated bremsstrahlung 
2 
spectra at loo  for 4. 0 MeV incident electrons on a thick target of tin 
( 3 . 2 9  g/cm ) 
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0 and calculated data that is similar to the one observed for the 0 
ments. 
the measured data at low energies. 
incident electron energy the ETRAN 15 results f i t  the measured data quite 
closely. 
the measured data. 
gradually improves to good agreement at 40 
measure- 
The calculated curves or  histograms have a steeper slope than 
Over the range of energy up to the 
As shown in Fig. 38 the absolute yields a r e  typically lower than 
0 The disagreement is worst at 10 with 2. 2 percent, and 
0 0 to 60 . 
0 0 For angles 10 through 70 for 8-MeV incident electron energy, 
Figs. 39 through 45 again show discrepancies in shape between measured 
and calculated data similar to those pointed out for the 4-MeV data. 
addition, in the high energy limit the calculated points drop off more 
rapidly than the measured values in a manner similar to the one observed 
at 0 e As far as absolute yields are concerned, the calculated values a r e  
higher than the m-easured ones with the best agreement obtained a t  large 
angles as shown in Fig. 46. It can be safely assumed that the discrepancies 
in shape can be partly attributed to inadequacies in the bremsstrahlung pro- 
duction c ross  section at low energies as well as in the high energy limit. 
Also, the spectral shape as well as the yield should depend on the manner 
in which' the effects of multiple scattering and energy loss a r e  taken into 
account. The unfolded bremsstrahlung spectra as well a s  the integrated 
yields along with the e r r o r s  a r e  displayed in Tables 11, 12, and 13. 
In 
0 
The most important sources of experimental e r r o r  are associated 
with counting statistics, detector -efficiency calibration, generation of the 
response matrix and the unfolding calculations. 
The nearly singular response functions of the detector as w e l l  a s  
the rapidly falling spectrum facilitated the calculation of the statistical un- 
certainty on the unfolded spectrum x(E.). 
may be obtained by adding in quadrature the fractional e r r o r s  on the two 
components of the raw data y 
photons of energy 5 and the Compton-tail (plus escape) counts y 
The fractional e r r o r  on x(E.) 
1 - 1 - 
i. e. , the "photopeak counts" yp due to 
C 
k' k 
in channel k 
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Table 13 
BREMSSTRAHLUNG YIELD FROM 4 AND 8 MeV ELECTRONS 
ON THICK Sn TARGETS 
(5% total uncertainty on all measured values) 
2 
0.56-8 MeV (5.84 g/cm ) 
2 
0.365-4 MeV (3.29 g/cm ) 
MeV Average MeV Average 
8 Energy Sr. - Electron Energy Sr. - Electron 
O0 1. 20 0. 175 2. 25 1. 03 
l o o  1. 20 0.127 2. 18 0.382 
2 oo 1. 16 0. 0783 2. 09 0. 238 
3 Oo 1. 10 0. 0554 2. Q3 0. 159 
- 
40° 1. 06 0. 0418 1. 96 0.110 
5 0' 1. 0 0. 0294 1. 87 0. 0770 
6 0' 1. 0 0.0251 1. 82 0. 0560 
7 Oo 1. 0 1  0. 0194 1. 72 0. 0354 
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C k that a r e  due to photons of energy greater than %. 
multiplying the value of the unfolded spectrum in channel k by the detector 
efficiency Z corresponding to E and subtracting the value from y . 
k k" 
Since yp k - Yk - Yk' the photopeak contribution to the e r ro r  is simply 
'k 
the "photopeak counts" above E 
peaks belong. 
y is  obtained by k 
C 
k 
C C = G. The e r r o r  a on yk i s  derived from the fractional e r r o r  on 
to which the Compton tail and escape 
Since a C 
k 
This is done utilizing the response matrix, - G.
is typically much smaller than a P , especially at high energies, the over- 
all uncertainties on x(E ) could be obtained wi th  good accuracy. 
p / y  k k  
0.87. 
x(Ei). 
adjacent channels over intervals of at  least  detector resolution width that 
is performed in the unfolding process. 
realistic estimate the fractional e r r o r s  on channel x(E ) is calculated a s  
the combined uncertainty on the group of those channels x(E.) around x(E ) 
that fall within a detector resolution width. 
The ratio k - 
of "photopeak counts" to total counts in a given channel k w a s  about 
This method yields the largest  possible uncertainty on each channel 
Actually the fractional e r r o r s  a r e  smaller due to the correlating of 
Consequently, to obtain a more 
k 
1 n 
To estimate e r r o r s  which a r e  associated with inaccuracies in the 
response matrix, a pulse-height distribution w a s  unfolded with the Compton 
tail portion increased by 20 percent. 
fitting e r ro r  for the response functions. 
spectral shape was less  than the combined uncertainties due to counting 
statistics and detector-efficiency measurements (see Section 2. 2. 1). 
This is considerably more than any 
The corresponding e r ro r  on the 
The accuracy of the unfolding code w a s  always checked by carrying 
out the refold of x(E) according to y. = a 9 x and small local corrections 
applied to - x(E) where necessary. 
- -   - 
This refold is accurate because it directly utilized the response 
matrix a(1, J), without any of the conditioning employed in the unfolding 
process. Thus, it is reasonably certain that the dominant e r ro r  on the 
86 
spectrum ar ises  from the detector-efficiency calibration except a t  high 
energy where x(E) is  small  and the statistical e r ro r  is large. 
quently the dominant e r ro r  on the integrated quantities results from the 
uncertainty in the efficiency calibration, which is about 3 percent. 
conservative over-all e r r o r  of 5 percent is assumed for the thick target 
data. 
Conse- - 
A 
3 . 3  THIN TARGET BREMSSTRAHLUNG MEASUREMENTS 
The thin target data f rom 4 and 8 MeV electrons on Au and Ag were 
At 0 they a r e  corn- 
0 unfolded in the same manner as the thick target data. 
pared to spectra calculated directly f rom the bremsstrahlung production 
cross  sections by Schiff, used by Dickinson and Lent") as well as by 
Sauter, and tabulated by Koch and Motz. (14) At the other angles, the 
measured results a r e  compared only to those calculated on the basis of 
the Sauter cross  section. 
Figures 47 through 58 and Tables 14 through 17 show the results for 
4- and 8-MeV incident electron energy. 
spectra indicate the statistical uncertainties only. 
measured integrated values has increased to 15 percent from the 5 percent 
for the thick target measurements. 
to larger  systematic e r ro r s  that take into account the nonuniformity of the 
targets, the severe background problem, and the increased uncertainty in 
the current  calibration. 
The e r r o r  bars on the measured 
The uncertainty on the 
This increase is almost entirely due 
0 For the 4-MeV case, only the 0 measurements a r e  absolutely 
normalized, the others only allow a relative comparison between the mea- 
sured and calculated results. 
gate which went unnoticed at first took place in the experiments at 3 
6O. 
ingless due to severe beam focusing and stability problems. 
ments at 8 MeV, which were made earlier than the 4 MeV, a r e  all ab- 
solutely normalized. 
A severe instability in the injector pulse 
0 and 
A last minute repetitive ser ies  of measurements was rendered mean- 
The measure- 
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Table 15 
BREMSSTRAHLUNG YIELD AT Oo FROM 4 MeV ELECTRONS 
ON THIN Ag AND Au TARGETS" 
(157' total uncertainty on all measured values) 
MeV/Sr -Electron 
MeV/Sr- Electron Average Energy Sauter Schiff 
0. 00291 1. 23 0. 00253 0. 00345 
Au 0. 00653 1. 25 0. 00596 0. 00607 
Ag 
0.365 to 4 MeV, Oo a 
Table 1.6 
BREMSSTRAHLUNG SPECTRA AT Oo FROM 4 MeV ELECTRONS 
ON THIN Ag AND Au TARGETS 
(Oo, 4 MeV) 
E (MeV) 
1 
2 
3 
3. 75 
Photons / MeV- Ster adian- Electron 
Ag Au 
(x (x 
127. 0 f 17. 0 257. 0 f 33. 0 
38. 6 f 7. 7 106. 0 f 21. 0 
15.3 f 3.5 53.6 * 10. 7 
3.34f 1.01 18. 2 f 4. 6 
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A shape comparison for both energies shows that the measured 
spectra a r e  generally harder than those calculated as  the basis of the 
Sauter cross  section. 
culated on the basis of the Schiff c ross  sections. 
might be due in par t  to the fact  that in addition to utilizing the Schiff c ross  
section the calculations took into account some scattering of the electrons 
in the target based on the code by Dickinson and Lent. (2) This seems 
reasonable in light of the fact  that the thin targets utilized in the present 
experiment fall into the intermediate target group in the classification 
scheme given by Dickinson and Lent. (2) This group is characterized by 
plural scattering of the electrons in the target. 
spectra calculated with the Schiff c ross  section are inherently harder than 
those using the Sauter compilation a s  shown by Koch and Motz. 
However, the agreement is good with spectra cal- 
This latter agreement 
On the other hand, the 
(14) 
Table 14 indicates a hardening of the spectra with increasing angle 
Shape comparison of the 4-MeV spectra reveals only for the 8-MeV case. 
a very slight hardening. 
targets where the spectra grow softer with increasing angle. In the latter 
case, there is a high probability for electrons in  the target to be inelasti- 
cally scattered through some angle before they generate bremsstrahlung. 
The larger  the angle the more energy the electron w i l l  have lost before 
e mi tting b r ems s tr ahlung. 
These results contrast with those for the thick 
As shown in Tables 14 and 15 the values for the integrated measured 
0 and calculated energies agree within the e r r o r  bars  except for the 3 , 8 MeV 
on Ag, and Au cases  where the values based on the Sauter c ross  section a r e  
too low and at 0 , 8 MeV on Au where the value based on the Schiff c ross  
section is too low. 
0 
Considering only Coulomb forces and no screening the acceleration 
of the electron is proportional to the Z of the nucleus. 
therefore the yield is proportional to the square of the acceleration and 
2 thus to Z . 
The intensity and 
This ratio should equal 2. 83 when comparing Au and Ag. The 
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ratios of corresponding measured yields for Au and Ag a re  all equal, 
within systematic uncertainties, to a constant value of 2. 2, independent 
of energy or  angle. 
2 .83  since the targets were thick enough to cause plural scattering of the 
electrons before emission of radiation, a s  mentioned above. 
One would expect the measured ratios to be lower than 
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4. AN EMPIRICALLY DERIVED ELECTRON ENERGY 
AND ANGULAR DISTRIBUTION FORMULA 
As has been pointed out in Section 1 several  calculational techniques 
which a r e  referenced to basic c ross  section data have been tried and proved 
successful in treating the electron transport  problem for thick materials. 
Monte Carlo techniques employed by ETRAN 1 5 , ( l )  as  an example, have 
proved very successful, as  shown by the comparisons with experimental 
data in this report. 
wide range of materials,  energies, and thicknesses, and the codes developed 
to perform the calculations a r e  not generally available; even if they were, 
they a r e  expensive to run. Many situations do not warrant the accuracy nor 
the expense associated with the Monte Carlo calculations but require accur- 
acies better than, for example, a factor of 2. Since a great deal of data 
has been acquired in this program it would seem reasonable to abstract  this 
data in the form of a formula which should prove useful a t  least for the many 
situations that do not warrant a high degree of accuracy. 
here  is to derive a formula which yields the distribution in energy and angle 
for electrons emerging from a slab of material upon which a beam of mono- 
energetic electrons of a specified energy is incident normal to the slab's 
surface. 
tion is that it can be expressed a s  the product of three functions. 
However, these calculations have not been made for a 
The approach taken 
A reasonable assumption as to the form of this distribution func- 
where E is the incident electron energy, E the exit energy, t the slab 
thickness, Z the atomic number of the target material, and 0 is the angle 
0 
measured with respect to the beam axis. The function f( t ,  E , Z)  i s  the 
4 0 
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fraction transmitted through a slab of thickness t. 
have made transmission measurements for various target materials in 
the energy range of 4 to 1 2  MeV. (9' 
with the following expression: 
Recently Ebert, et  a l . ,  
They f i t  their transmission data 
0 
837 E 
0 "1 t 0.000975 ZE 
B =  
where 
1 
4 
-
' 
125 175 Rex = 0.565 (,,,,,) E - 0.423 ( Zt162 ) 
0 
2 
In the above, Rex i s  the extrapolated range and is given in units of (g/cm ). 
The function, Y(t, E , Z, E), gives the energy distribution of the 
In Section 3. 1 it is evident that the Landau function 
0 
exiting electrons. 
gives an excellent f i t  to the shape of the energy distributions. 
the data shape were obtained by adjusting only two parameters,  E 
in the following approximation to the Landau function. 
The fits to 
and Sw 
mP 
where the values of the constants a r e  given in Table 3. 
earlier work in this program on Be, Al, and Au, as well as the present 
Data from the 
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work on Sn, has permitted the formulation of the following expressions 
for S and E 
W mP' 
= 1 - t /R 3 
0 
E 
mP 
where R 
down approximation (c. s. d. a. ). 
is the range of an electron calculated by the continuous slowing 
0 
A useful expression for R has been found 
0 
from the calculations of Berger and Seltzer. (4 1 
2 E -4 0.3A 
R 0 0  (E , Z) = Eo(y - [I-!- (6 - 1) - 0.06 ($j - I)(% - (g/cm 1 
(27) 
where A is the gram-molecular-weight of the material. 
for R 
parameter S is given by 
This expression 
is valid between 1 to 10 MeV with a 5 percent accuracy. The 
0 
W 
(28)  0 S = 0. 0 3 3 c  t /R W 
The data shows a slight angular dependence of both E 
mP 
for simplicity this angular dependence has been ignored. 
and Sw; however, 
The angular dependent t e r m  jd i s  given by the Gaussian approxima- 
tion(') for target thicknesses where the r m s  scattering angle is less  than 
about 40 degrees. 
1 e 
- -  
e 2  r m s  
as 
2 
r m s  Defining 8 
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18 0 
E 
- Ct * -  . -  
M C  
0 
2 1T (deg 1 - * r m s  0 
0 
0. 6014 p Z(Ztl)(B-1. 2) c2 = 
Afl4 
‘B 
E 
e. B = greater solution of- = - 
B 1. 167 
1 
- 7835 p Z ” ( Z % l ) t  
2 
AB (1t3.33 y2)  ‘B - 
2 
where p is the density of target material, M C 
electron, and B = - of incident electron. 
is r e s t  mass  energy of 
0 V 
C 
As the electrons penetrate into the target this Gaussian distribu- 
tion widens until eventually the angular distribution no longer continues to 
widen with increasing depth. For Sn as shown by our data this occurs for 
some thickness between 0. 2 to 0. 5 range (c. s. d. a. ). 
and greater there appears to be no increase in the width of the angular 
distribution. 
by a distribution calculated by Bethe, e t  al., (I5) which is of the form 
(0. 717 t case) cos€). When 8 becomes greater than 40 then jd is taken 
as 
For the 0. 5 range 
A t  this point the angular distribution can be f i t  rather closely 
0 
r m s  
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